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HARDWORKS

NATURAL STONE PAVING
Location: Building Entrances 
Spec: European sourced granite pavers.
Colour:Buff Mix
Size: W: 200 x L: 400 x D: 80 mm

PT 1

Planning Application Boundary

Section lines

RESIN BOUND PERMEABLE SURFACING
Location: Sitewide
Material: Resin bound permeable aggregate
Colour: Buff

Multi-stem Tree Planting
Location: Sitewide
Spec: Multi-stem, min 3 stems, 4-6m high

ADOPTED STREET PAVEMENT 
Location:  To Battersea Park Road frontage
Spec: Cornish DeLank Granite 
Size: W:600 x L:900 
Colour: Grey
Bond: Stretcher course

BONDED RUBBER MULCH
Location: Playground area
Material: Tiger mulch
Colour: Earth tone

ADOPTED SIDED STREETS PAVEMENT  
Location:  To side streets (Sleaford Road and NGMA Road)
Spec: Cornish DeLank Granite 
Size: W:300 x L:600 
Colour: Grey
Bond: Stretcher course

Specimen Tree Planting - Small
Location: Roof terrace
Spec: 2m clear stem, 25-30 cm girth, columnar form

Multi-stem Tree Planting
Location: Roof Terrace
Spec: Multi-stem, min 3 stems, 3-4m high

Speciment Tree Planting - Small
Location: New Covent Garden Market Access Road
Spec: Potential mature tree planting to New Covent Garden 
Market Access Road. To be agreed with landowner

LAWN
Location: To the glade Amenity turf

SOFTWORKS TYPE 1: WOODLAND FLOOR SHADE MIX
Location: to Battersea Park Road frontage
Woodland floor, perennial planting to include evergreen and 
pollinator species

SOFTWORKS TYPE 3: SHRUB AND HERBACEOUS
Location: To the inner glade
Sensory mix with a focus on flowering perennials and scented 
plants

SOFTWORKS TYPE 3A: SHRUB AND HERBACEOUS
Location: To the glade edges
Sensory mix with a focus on shrubs and scented plants.

HALF COURT BASKETBALL
Location: To Plot 03 ground floor courtyard
Size: W: 6000 x L: 4000 mm
To include ground marking and net mounted on wall

PICNIC TABLES
Location: Roof Terraces Plot 01&02
Size: 3000mm (l) x 920mm (h)
Colour/material: FSC Hardwood slats, powdercoated 
RAL TBC

LONG COMMUNITY  TABLE
Location: Roof Terraces Plot 03
Size: Varies mm (l) x 920mm (h)
Colour/material: FSC Hardwood slats, powdercoated 
RAL TBC

WORKING TABLES
Location: Roof Terraces Plot 01,02&03
Colour/material: Timber desk with fixed seat. FSC 
Certified hardwood timber

F1

F2

F3

MOVABLE STOOLS
Location: Roof Terrace Plot 01
Colour/material: Certified hardwood timber

F4

SOFTWORKS

Existing Trees 
Subject to arboricultural management & 
maintenance works.
To be retained and protected to BS5837

NATURAL STONE PAVING
Location: Building Entrances 
Spec: European sourced granite pavers.
Colour:Buff Mix
Size: W: 200 x L: 400 x D: 80 mm

GRAVEL MAINTENANCE STRIP
Location: between facade and planting beds
Material: Silver Grey Granite, 20mm nominal particle size
Depth: 50mm

CONCRETE PAVERS TO TERRACE
Location: Roof Terraces
Size: W:300 x L:600
Colour: Light Granite and Light Cream Granite mix

PT 8

TACTILE PAVING
Location: Road Crossings
Material: Granite blister paving

PT 9

FURNITURE

Existing Trees 
Subject to arboricultural management & 
maintenance works.
To be retained and protected to BS5837

F1

EXTENSIVE GREEN ROOF
Location: Green Roofs
Sedum plugs and wildflower seed mix

TERRACE PLANTING
Location: Roof Terraces
Shurb and groundcover planting with a focus on robust 
climate resilient species and year-round interest

SW 8

SW 9

P01 Issue  for planning GG HV

SOFTWORKS TYPE 3A: SHRUB AND HERBACEOUS
Location: To the glade edges
Sensory mix with a focus on shrubs and scented plants.

SUN LOUNGE SEATINGS
Location: Sitewide
Colour/material: FSC Hardwood slats, powdercoated RAL 
TBC

RAISED METAL PLANTER WITH TIMBER BENCH
Location: Roof Terraces
Colour/material: Powdercoated steel planter (RAL TBC) with 
integrated hardwood seats
Size: 450mm seat height FSC certified with mounded soil for 
tree planting

SOFTWORKS TYPE 6: WILDLIFE BORDER
Location: To southern border
Native hedgerow mix to include evergreen and pollinator 
species

TREE SURROUND
Location: to side streets (Sleaford Road and NGMA Road)
Size (overall): W:1812 x L:1812 mm
Material: Granite setts 75mm coursed x random length 
(150-300mm) x 90mm thick.
-Additional Notes: To adoptable and Nine Elms Public Realm 
Surface Material Standards.

TS

SOFTWORKS TYPE 6: WILDLIFE MIX
Location: To the NCGA Road terraces
Herbaceous and groundcover planting, native and non-native 
mix

SOFTWORKS TYPE 4: SCREENING HEDGE
Location: To 4A Phase edging
Mixed native species hedging to be maintained at 1.2 height

SOFTWORKS TYPE 5: CLIMBING MIX
Location: To 4A Phase edging
Instant green screen. To include climbing plants and trellis 
system.

SL

MOVABLE STOOLS
Location: Roof Terrace Plot 01
Colour/material: Certified hardwood timber

NEW COVENT GARDEN MARKET ACCESS ROAD

PHASE 4A

BALAUSTRADE
Location: Plot 3 level 01 border between terrace and green 
roof.
To architect specification

WIND SCREEN
Location: Roof terrace level 07 of Plot 2 and 3
Spec: 2m tall, metal, 30% porous

WS
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